HITACHI POWER TOOLS 
ELECTRIC AIR COMPRESSORS 
OWNER'S MANUAL 




PLEASE READ OWNERS MANUAL BEFORE OPERATING COMPRESSORS 
GENERAL INSTRUCTIONS FOR INSTALLATION, USE, AND MAINTENANCE 
INSTRUCTIONS GENERALES POUR INSTALLATION, EMPLOI, ENTRETIEN 
INSTRUCCIONES GENERALES PARA LA INSTALACION, USO Y MANTENIMENTO 



E INTRODUCTION 
This instruction manual has been written to simplify the use and maintenance 
of the compressor. Strict attention shoufd be paid to the contents of this manual 
to ensure a correct and economical operation of the compressor. 
The "WARNING" indications underline those operations which, if not carried 
out correctly, could cause damage to people or objects. We strongly recommend 
the use of original spare parts which will guarantee the efficiency and service 
life of the compressor. 

INSTALLATION 

Place the compressor on a flat surface in a well ventilated area away from 
atmospheric agents. 

(Flat surface is not needed for the oil-less compressor EC6C). 
INSTRUCTIONS FOR USE 

After removing the compressor from its packaging and having checked that it 

is in perfect condition, carry out the following operations. 

- Replace the plastic cap on the casing cover (Fig. 1 ) with the oil dipstick. 

Check the oil level by referring to the notches on the dipstick (Fig. 2). 
If your compressor is oil-less (EC6C) this step is not necessary. 

STARTUP 

Check that voltage corresponds to the indication on the plate with the electrical 
data, tolerance must not be more than ±5%. 

Turn the knob of the pressure switch to "OFF"(Fig.3). Insert the plug into the 
socket (Fig. 4) and start the compressor by turning the knob of the-pressure 
switch, to "ON". 

Warning: do not stop or start the compressor by use of the plug. 
Always use ON/OFF knob located on the pressure switch . 

The operation of the compressor is completely automatic and is controlled by 
the pressure switch which stops it when the pressure in the air-tank reaches the 
regulated level and restart it when the air pressure drops during use to the restart 
level. If an extension cord is required, use the matrix below as your guide. 



EXTENSION CORD 
LENGTH 


RATED AMPERAGE 
OF MOTOR 7.1-12 


RATED AMPERAGE 
OF MOTOR 12.1-16 


25' 


16 Gauge 


14 Gauge 


50' 


14 Gauge 


1 2 Gauge 


75' 


12 Gauge 


10 Gauge 


100' 


10 Gauge 


8 Gauge 


150' 


8 Gauge 


8 Gauge 


200' 


8 Gauge 


6 Gauge 



CAUTION 

Electric compressors must be connected to a power socket protected by an 
adequate differential switch (thermomagnetic). 

The motor of the compressor is fitted with a thermal protection inside-the wrap, 
which stops the compressor when the temperature is too high. Should this be 
tripped, the compressor will restart automatically after 1 5-20 minutes. 
After connecting the compressor to the air line, run at maximum pressure and 
make sure the machine functions correctly. The cylinder head and the copper 
feed pipe can reach high temperatures. Do not touch these parts when working 
in their proximity in order to avoid burns (Fig.5). 

Before starting work, leave the compressor on for several minutes with the air 
valve completely open in order to allow proper distribution of lubrication. After 
the f i rst 5 hours of operation, check that the screws of the head and motor are 
tight. 

ADJUSTMENT OF WORKING PRESSURE 

Unlock the knob of the pressure reducer by pulling it up, adjust the pressure to 
the required level by turning the knob clockwise to increase and counter-clock 
wise to decrease. 

A gauge is provided to know when the required pressure is reached, lock the 
knob by pushing it down firmly (Fig. 6). 

MAINTENANCE 

Every 50 working hours, remove the intake filter and clean the filter element with 
compressed air (Fig .7) . 

Drain condensation from air tank after each use, by opening the drain 
cock (Fig.8). And tilting both the compressor and the drain cock forward. 

OIL CHANGE - OIL TOPPING OFF 
(only for oil lubricating compressors) 

Within the first 50 hours of operation, completely replace the oil of the pumping 

element. Unfasten the oil drain cap on the casing cover, drain all the oil, and 

screw the cap back on (Fig. 9). 

Pour oil into the upper hole of the casing cover (Fig.1 0). 

To the level indicated on the dipstick (Fig. 2). 

For oil replacement, follow the table below: 



OIL TYPE 

SAE 5W50 SYNTHETIC OIL ( 20° +1 20°F) 

For both summer and winter use 
SAE 10W40 MULTI-GRADE OIL (+50° +1 20°F) 

For warm weather use only 
Check the oil level of the pumping element once a week (Fig.2). Top off 
if necessary. Change the oil every 300 working hours or every 6 months. 

TROUBLE SHOOTING 

Air leaks from the pressure switch valve: 

this is caused by a poor seal on the check valve. 
How to fix it (Fig.11): 

- empty the tank completely; 

- unscrew the hexagonal head of the valve (A); 

- clean both the rubber disk (B) and it's housing thoroughly; 

- re-assemble the unit carefully, 
Air leaks 

Air leaks may be caused by a poor seal on any air fitting check all air fittings by 

wetting them with soapy water. 

The compressor runs but doesn't load 

Valves C1 -C2 or a seal B1 -B2 broken(Fig. 1 2) . 

Return to nearest authorized service centerfor replacement. 

WARNING 

- Avoid at all costs, unscrewing any joints with the air receiver under 
pressure. Always ensure that the air tank is empty. 

- Do not work on the compressor without first unplugging the unit from the 
electrical outlet. 

- Ambient working temperature (-20° +1 20°F). 

- Do not spray water or any flammable liquids, towards the compressor. 

- Do not place flammable objects near the compressor. 

-Turn knob of pressure switch to the "OFF" position when not use. 

- Never direct the air nozzle at persons or animals. 

- Do not trasport the compressor with the tank under pressure. 

- Keep children and animals away from the area where machine is operating. 

- If compressor is used for painting: 

1) Do not operate in closed spaces or near open flames. 

2) Ensure that the room where you are working has a sufficient ventilation. 

3) Use a mask to protect nose and mouth (Fig. 13). 

- After using the compressor, always disconnect the plug from the electrical 
outlet. 

MODELS EC6B, EC6C and EC12 

- Maximum pressure 125 PSI 
MODELS EC16 

- Maximum pressure 145 PSI 



MODEL 


HP 


FAD 


FAD 


FAD 






40 PSI 


90 PSI 


100 PSI 


EC6B 


1 


3,2 CFM 


2,5 CFM 


2,4 CFM 


EC12 


2 


4,2 CFM 


4 CFM 


3,5 CFM 


EC16 


2.5 


5,8 CFM 


5,4 CFM 


4,7 CFM 


EC6C 


1 Oil-less 


3 CFM 


2,5 CFM 


2,4 CFM 



FREE FIELD NOISE LEVEL AT 3.2 FEET DISTANCE ± 3 dB(A). 



MODEL 


HP 


RPM 


dB(A) 


EC6B 


1 


1700 


73 


EC12 


2 


3400 


75 


EC16 


2.5 


1050 


78 


EC6C 


1 Oil-less 


1700 


67 



FOR THE SERVICE CENTER 
NEAREST YOU - CALL 

1-800-546-1666 



Hitachi Power Tools USA, LTD 
3950 STEVE REYNOLDS BLVD 
NORCROSS, GA 30093 




POWER SUPPLY 
ALIMENTATION ELECTRIQUE 
ALIMENTACION 



M 



ELECTRIC MOTOR 
MOTEUR ELECTRIQUE 
MOTOR ELECTRICO 



C-C1 = 



CAPACITOR 

CONDENSATEUR 

CONDENSADOR 



P1 



PRESSURE SWITCH 

PRESSOSTAT 

PRESOSTATO 



T1 - T = THERMAL PROTECTION 
TERMIQUE 
TERMICA 



PARTS DRAWING AND LIST 
DIAGRAMME ET LISTE DES PIECES 

DIBUJO DESAROLLADO Y LISTA DE LOS COMPONENTES 




PUMP AND MOTOR ASSEMBLY - PIECES DE LA POMPE ET DU MOTEUR PRE-ASSEMBLE ■ 
DETALLES GRUPO BOMBEADOR Y MOTOR ANTES DEL ANSEMBLADO 



HITACHI 


REF. 


CODE 


QT. 


DESCRIPTION 


ITEM No. 


No. 


No. 






160059 


1 


7011880000 


.4. 


Screw 


160518 


2 


7084080000 


i 


Joint 


160122 


3 " 


7570550000 


..... 


Head TZI".7 .1ZZ~~ ZZZ-.LZ.ZZ^—ZZ^.^J1ZZLZZZZZZZ'Z^. 


160109 


4-6 " 


4082610000 


1 


Set of gaskets 


160404 


5 " 


4200030000 


T 


Monoptate 


160200 


7 


4085070000 


1 


Bearing 


160142 


8 " 


4190270000 


1 


Con-rod/Piston/Cylinder kit 


160290 


9 


4085086000 


1 " 


Fan 


160322 


10 


7150590000 


i 


Compressor housing 


160050 


Tl 


7011040000 


1 


Screw 


160272 


12 


5040700008 


1 " 


Crankshaft 


160005 


13 


7021010000 


2 


Nut 


160222 


14 


7670040000 


1 


Carter 


160003 


15 


7020070000 


i 


Nut for capacitor 


160204 


16 


7060280000 


1 


Bearing 


160331 


17 


5090040008 


1 


Rotor 


160181 


18 


4012250000 


" 1 " 


Wound stator 


160171 


19 


7310360000" 


1 


Capacitor 


160063 


~20" 


7012070000 


1 


Screw 


160026 




7031020000 


1 


Toothed washer 


160201 


22 


7060010000 




Bearing 


160252 


23 


7640100000 


1 " 


Cover 


160352 


24 


7018010000 


2 


Tension rod 


160071 


25 


7012290000 


4 


Screw 


160323 


26 ~ 


7150580000' 


1 


Motor housing 


160067 


27 


7012120000 


T 


Screw 


160304 


28 


4085110000 


1 


Intake filter 


160301 


29 


7458680000 


1 


Filter plate 


160300 


30 


7458340000 


1 


Filter plate 


"160025 


31 


7030780000 


1 


Wag her 


160073 


32 


7014300000 


r 


Screw 

































PARTS DRAWING AND LIST 
DIAGRAMME ET LISTE DES PIECES 
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TANK AND PRESSURE SWITCH PARTS - PIECES DU RESERVOIR ET DU COMMUTATEUR PAR PRESSION - 
DEPOSITO Y ACCESORIOS 



HITACHI 
ITEM No. 


REF. 
No. 


CODE 
No. 


QT. 


DESCRIPTION 


1 60508 


100 


7235780000 


1 


Infeed tube 








160527 


101 


7190040000 


1 


Non return valve 








160505 


102 


7230010000 


1 


Hose rilsan 0 6 0,19m 








160002 


103 


7020060000 


4 


Nut 








160021 


104 


7030020000 


8 


Washer 








1 60544 


105 


7270010000 


4 


Rubber foot 








160050 


106 


7011040000 


4 


Screw 








160503 


107 


7130280000 


1 " 


Discharge tap 








160533" 


"108 " 


7110010000 


___ 


Pressure gauge 








160524 


"109" 


7085800000 


1 


Joint 








1 60546 


1"10 


7192270000 


1 


Safety valve 








160537 


111 


7250510000 


" 1" 


Pressure switch 








160549 


112 


7501100000 


2 


Stretch eliminator 








160514 


113 


7081140000 


1 


Joint 








1 60004 


~114~ 


"7023040000 


1 " 


Blocking nut 








160502 


115 


7328620000 


' 1" 


Infeed cable 








160523 " 


116 " 


7085790000 


" 1 


Joint 








160536 


117" " 


71 00120000 


" r 


Pressure reducer 








160513 


118 


7081090000 




Joint 

























PARTS DRAWING AND LIST 
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PUMP AND MOTOR ASSEMBLY - PIECES DE LA POMPE ET DU MOTEUR PRE-ASSEMBLE - 
DETALLES GRUPO BOMBEADOR Y MOTOR ANTES DEL ANSEMBLADO 



HITACHI 


REF. 


CODE 


QT. 


DESCRIPTION 




HITACHI 


REF. 


CODE 


QT. 


DESCRIPTION 


ITEM No. 


No. 


No. 








ITEM No. 


No. 


No. 






_. 160060 


1 .... 


7012010000 


1 


Screw 




160221 


29 


5070300008 


1 


Carter 


160303 


2 


4085020000 


1 


Inlake filter 




160330 


30 


5090030008 


1 


Rotor 


160301 


3 


7458680000 


1 


Filter plate 




160180 


31 


4010550000 


1 


Motor casing Vf 15/60 


160300 


4 


7458340000 


1 


Filter plate 




160201 


32 


7060010000 




Bearing 


160054 


5 


7011290000 


4 


Screw 




160065 


33 


7012290000 


4 


Screw 


160518 


6 


7084080000 


1 


Joint 




160352 


34 " 


7018010000 


2 


Tension rod 


160122 


7 


7570570000 


1 


Head 




160406 


35 


7248010000 




Protection 




8-10 










1-60061 " 


36 


7012020000 




Screw 


160106 


12-44 


4082010000 


1 


Set of gaskets 




160291 


37 


7200010000" 




Fan 


160131 


9 


7458020000 


2 


Valve plate 




160063 


38 


7014060000 




Screw 


160141 


11 


7575130000 


1 


Cylinder 




160026 


39 


7031020000 




Washer 


160157 


13 


4080010000 


1 


Piston rings 




" 160250 


. 4q 


5110061008" 




Cover 


160150 


14 


7220010000 


"1 " 


Piston 




160401 


41 


7500030000 




Chock 


160154 


15 


7050010000 


"1 


Piston pin 




160170 


42 


7310140000 




Capacitor 


160409 


16 


7041010000 


2 


Ring 




160003 


43 


7020070000 


2 


Nut " 


160145 


17 18 


4190060000 


i " 


Con rod unit 




160133 


45 


4081010000 


1 


Set of valves 


160078 


19 


7015020000 


2 


" Stud bolt " 




160321 


46 


7150451000 


. _ 


Housing 


" 160202 


20 


7060060000 


1 


Bearing 




160062 


47 


7012070000 


2 


Screw 


160270 


21 


5040010008 


1 


Crankshaft 














160540 


22 


7040040000 


1 


Seeger 














160528 


23 


7181060000 


1 


Oil level 














" 160223 


24 


7650020000 


" 1 


Carter cover 














" 160057 


25 


701 "1460000 


1 


Screw 














160066 


26 


7012100000 


3 


Screw 














160100 


27 


7078460000 


1 


Gasket 














160412 


28 


7071020000 


1 


Smim ring 















PARTS DRAWING AND LIST 
DIAGRAMME ET LISTE DES PIECES 

DIBUJO DESAROLLADO Y LISTA DE LOS COMPONENTES 



EC6B 




TANK AND PRESSURE SWITCH PARTS - PIECES DU RESERVOIR ET DU COMMUTATEUR PAR PRESSION- 
DEPOSITO Y ACCESORIOS 



HITACHI 
ITEM No. 


REF. 
No. 


CODE 
No. 


QT. 


DESCRIPTION 


160546 
160527 


100 
101 


7192270000 
7190040000 




Safety valve 

Non return valve 


160515 " 

160551 

160509 


102 

103" 
"104 


7082680000 
7230010000 
4084990000 




Joint 
Tube 

Infeed tube ~ 


160503 
160072 
160020 


105 
106 

107" 


7130280000 
7014020000 
7030010000 


3 
6 


Discharge tap 

Screw 

Washer 


160544 
160001 


108 
109 


7270010000 " 
7020050000 


3 
3 


Rubber foot 
Nut 


" 160502 

160004 ~ 
" 160514 " 
" 160549 " 
160533 " 
160523 


110 " 

m 

112 
1 14 

115"" 
"116" 


7328620000 
7023040000 
7081140000 
7501100000 
7110010000 
7085790000 " 


1 

V 

' 1 " 
2 

2~ 
" 1 " 


Infeed cable 
Blocking nut 
Joint 

Stretch eliminator __ „ _ _ _ _ _ 

Pressure gauge 

J_omt_ 


" 160536 


117 


7100120000 


_1" 


Pressure reducer 


" 160513 


118 


7081090000 


1 


Joint 


" 160537 
160530 


119" 
120" 


7250510000 
"7090070000 " 


1 

- - - 


Pressure switch 

Plug"" " " " "" ~~~ ~ ~~~ ~ - -- ---- - - --- - - -- 





















































PARTS DRAWING AND LIST 
DIAGRAMME ET LISTE DES PIECES 
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EC12 




PUMP AND MOTOR ASSEMBLY - PIECES DE LA POMPE ET DU MOTEUR PRE-ASSEMBLE 
DETALLES GRUPO BOMBEADOR Y MOTOR ANTES DEL ANSEMBLADO 



HITACHI 
ITEM No. 



160120 
160053 
160517 
160300 
160302 
160306 
160067 

160107 
160132 
160134 
"160140 
160158 
160155 
160409 
160144 
160540 
160528 
1602 23 
160057 
1 600 66 
160101 
160271 
160203 
160412 
160221 



REF. 
No. 



1_ 
2 
3 
4 

5 
6 
7 

8-9" 
12-14 
10 

ii~ 

13" 

15 

16 

1 7l_ 

18 

19 

20 

21_" 

22 

23 

24 _ 

25 

26 

27 

28 



CODE 
No. 



5030110008 
7011220000 
7084040000 
7458340000 
7210010000 



7210430000 
7012120000 

4082200000 
745837 000 0 
4081050000 
7575060000. 
4080020000 
7050020000 
7041010000 
5050150008_ 
7040040000 
7181060000 
7650020000 
7011460000 
7012100000 
7078460000 
5040450008 
7060060000 
7071020000 
5070320008 



QT. 



DESCRIPTION 



Head 

Screw 

Joint 

Filter plate 
Filteringjslement 
jntake filter 
Screw 

Set of gaskets 
Valve plate 



Set of valve 
Cylinder 
Piston rings 
Piston pin 
Ring 
Con rod 
Seeger 
Oil level 
Carter cover 
Screw 
Screw 
Gasket 



Crankshaft 



Bearing 

Smimnng 

Carter 



HITACHI 
ITEM No. 



160332 
160183 
160201 
160065 
160352 
160292 
160063 
160026 
160250 
160401 
160170 
160078 
160151 
160003 
160320 



REF. 
No. 



29 
30 
31 
32 
33 
34 
35 
"36 
37 
38" 

39_ 
40 
41 
"42 
43 



CODE 
No. 



5090300008 
4011300000 
7060010000 
7012290000 
7018010000 
7200070000 
7014060000 
7031020000 
5JM 0061 008 
7500030000 
7310140000 
7015020000_ 
7220020000 
7020070000 
7150421000 



QT. 



DESCRIPTION 



Rotor 

Motor casinj 
Bearing 

Screw 

Tension rod 

Fan 

Screw 
JMasher 

_pover_ 
Chock 
Capacitor 
Stud bolt 

Piston 

NuT ~_ 

Housing 



PARTS DRAWING AND LIST 
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TANK AND PRESSURE SWITCH PARTS ■ PIECES DU RESERVOIR ET DU COMMUTATEUR PAR PRESSION - 
DEPOSITO Y ACCESORIOS 



HITACHI 


REF. 


CODE 


QT. 


DESCRIPTION 




HITACHI 


REF. 


CODE 


QT. 


DESCRIPTION 


ITEM No. 


No. 


No. 








ITEM No. 


No. 


No. 






160501 


100 


5011410008 


1 


Base 




1 60545 


126 


7280070000 


1 


Rubber handle 


160052 " 


101" 


7011100000 


4 


Screw 




.1605431 


" 127 


' 7360260000 


4 


Rubber 


160022 


" 102 " 


7030030000 " 


4 " 


Washer 






__128_ 


7154120000 


1 


Protection _ 


160503 


103 


7130280000 


2~ 


Discharge tap 






129 


7011440000 


1 


Screw _ _ 


160002 " 


1 04 " 


7020060000 


4 


Nut " " 














160023 


105 


" 7030"1 90000 " 


6 " 


Washer 














160525 


106 


7231990000 


1 


Joint 














1 60004 " 


107 


7023040000" 


i" 


Blocking nut 














160533 


1 08 


7110010000 


2 


Pressure aauge 














160536 


109 


7100120000 


1 


Pressure reducer 














1 60523 


"no" 


7085790000 


... 


Joint 














160513 " 


" nf 


"7081090000 


1 


Joint 














160549 " 


112 


7501100000 


2 


Stretch eliminator 














1 60538 


113 


7250510000" 


1 


Pressure switch 














160546" " 


" 114 


7192270000" 


1 " 


_SafetxvaL v ^ 














160521 


115 


7085180000 


1 


Joint 














160050 


116 


7011 040000 ~ 


4 


Screwy 














160542 


117 


7360140000 


2 


Rubber 














1 60003 


118 


" 7020070000 


~4 


Nut 














160025 " 


119 


"7031010000 


~4 


Toothed washer 














" 160502 


120 


7328620000 


"1 


Infeed cable _ 














160021 


"121~ 


"7030020000 


2 


Washer 














160544 


122 


7270010000" 


2 " 


Rubber foot 














160550 " 


123 


"7230010000 


" 1 

._ ... 


Tube 














160511 


124 


7235740000 




Infeed tube 














160527 


1 25 


7190040000 


1 


Non return valve 















12 
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EC16 




PUMP ASSEMBLY - PIECES DE LA POMPE PRE-ASSEMBLE - 
DETALLES GRUPO BOMBEADOR ANTES DEL ANSEMBLADO 



HITACHI 
ITEM No. 



160075 
160121 
160102 
160130 
160103 
160158 
160152 
160156 
1604l"0 
160153 
J60U3 
160220" 
160205 
160105 
16025 4 
160077_ 
160532 
J60076_ 
160224 
160104 
160529 
160074 
160305 
160005" 



160273 
160403 



REF. 
No. 



_1_ 
2 

" 3~ 
4 " 
5" 
6" 
7_ 
"8" 
9 " 

JO" 
11 

~13 

U 
J 5[ 

16_ 
77 

18_ 
7"9 

20 

21 
~22 

23 

Jl 
25 
26 



CODE 
No. 



701 0070 000 
7570"070000 
7079000000 
4231000000" 
707"90100_60 
4080060000 
7220050000 
7050030000 
7041030000 
4291030000 
4190160008 
4240010008 
7060200000 
7079030000 
7650060000 
7011920000_ 
_70_98030000 
7011440000 
7650040000 
7079020000 
7181080000 
7010050000 
4250060000 
7021010000 
5041000008 
7051500000" 



QT. 



DESCRIPTION 



Screw T.C.C.E. M8x40 UNI5931 



Head 
Gasket 



_Valye plate 

Gasket 

Piston rings 

Piston 

Pistonjpin 

Ring 

Piston group _ 

Con rod I _ 

Carter 

Bearing 6204 

Gasket _ 
Cover 

Screw I.E. M6x15 

Plug " V " 

Screw T.E. 5x15 TAP THE 

Carter coy ej_ 

Gasket 

Oil dipstick 

Screw T.C.C.E. M8x20 UN (5931 

Intake filter 

Selflocking nut 
Crankshaft 
Key - 4x6,5 UNI6606 



HITACHI 
ITEM No. 



160411 
160253 
160108 



REF. 
No. 



CODE 
No. 



7071100000 



7650050000 
4082510000 



QT. 



DESCRIPTION 



Mim ring SM I M 2047/7 



Coyer 

Set of gaske ts 
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EC16 




MOTOR ASSEMBLY - PIECES DU MOTEUR PRE- ASSEMBLE - 
DETALLES MOTOR ANTES DEL ANSEMBLADO 



HITACHI 


REF. 


CODE 


QT. 


DESCRIPTION 




HITACHI 


REF. 


CODE 


QT. 


DESCRIPTION 


ITEM No. 


No. 


No. 








ITEM No. 


No. 


No. 






160172 


30 


7311000000 


2 


Capacitor shroud 




160293 


56 


7200170000 


1 


Fan 


160170 


_ _ 1 _ 


7310140000 


~ 2 


Capacitor 




160062 


57 


7012060000 


2 


Screw 


160405 " 


32" 


7458900000" 




Plate 




" 160502 


" 58 


7328620000 


"1 " 


Single phase cable 


160548 


""33~ 


7501050000 




Stretch eliminator 




160056 


59 


7011420000 


1 


Screw 


160402 


34 


7151130000 




Conveyor 




160027 


60 


7038080000 


1 " 


Washer 


"160063 


"35 


7012070000 




Screw 




160256 


61" 


7151060000 


1 ~ 


Housing cover 


160351 


36 


7015140000 




Tension rod 




160065 


" 62 


7012090000 


2 


Screw 


160251 


37 


7640080000 




Cover 




" 160068 " 


63 


7012130000 


2 


Screw 


160201 


38 


7060010000 




Bearing 




160408 


64 


7409320000 


1 


Pulley 


160401 


"39 


7500030000 




Chock 




160024 " 


65 


7030270000 


1 


Washer 


" 160182"' 


40 


4012330000 




Motor 




160052 


66 


7011100000 


1 


Screw 


160333 


41 " 


5090300000 




Single phase rotor 




160403 


67 


7051500000 


" i " 


Key 


160413 


42 


7580150000 




Shaft 




160407 


" 68 


7409310000 


1 


Pulley 


"160201 


43" 


7060010000 




Bearing v 




160400 


69 


7371060000 


~1 


Belt ~ ! ._ .__" ~1 ~ 


160090 


" 44 


7160060000 




Spring 




160070 


70 


7012240000 


T" 


Screw 


160002 


45 


7020060000 




Nut 




160414 


71 


7151070000 


1 


Housing support 


160006 


46 


7021050000 




Selflocking nut 




160255 


72 


7640070000 


1 


Drilled cover 


160531 " 


47 


7090090000 




Plug 




160350 


73 "" 


7051240000 


1 


Tab 


160549 


48 


7501100000 




Stretch eliminator 




160069 


74 


7012200000 


4 


Screw 


160538 


49 


7250510000 




1ph pressure switch 














160533 


50 


"7110010000 




Pressure gauge 














160539 


51 


7084220000 




Quick coupling 














" 160547 


52 


7192170000 




1/4" Safety valve 














160500" 


53 


5011240008 




Base 














""160091 


54 


7230060000 




Bushing 














160353 


55" 


7015290000 




Tension rod 















PARTS DRAWING AND LIST 
DIAGRAMME ET LISTE DES PIECES 

DIBUJO DESAROLLADO Y LISTA DE LOS COMPONENTES 




TANK AND PRESSURE SWITCH PARTS - PIECES DU RESERVOIR ET DU COMMUTATEUR PAR PRESSION - 
DEPOSITO Y ACCESORIOS 



HITACHI 


REF. 


CODE 


QT. 


DESCRIPTION 


ITEM No. 


No. 


No. 






160502 


100 


7498090000 


2 


Fixing bracket 


"160540 


101 


7040040000 


2 


Seeger 


160553 


102 


7332010000 


"1 


Wheel pin 


160552 


103 


7260080000 


.... _ 


Wheel " """" ' ' ~ " ~ " " " " 


160050 


104 


701 1040000 


4 


Screw 


160021 


105 


7030020000 


8 


Washer 


160526 


106 


7190010000 


1 


Non return valve 


160515 


"107 


7082680000 


T " 


Joint 


160506 


108"" 


7230010000 


1 


Hose rilsan 0 6 0,60 m 


160510 


TosT 


7235540000 


1 


Infeed tube 


160512 


"fio " 


"708001 0000" 


1 " 


Joint 


160520 


111 


7085170000 


1 


Joint 


160536 


112 


"7100120000" 


" 1 


Pressure reducer 


" 160533 


113 


7110010000 


1 ~" 


Pressure gauge 


160523 


114 ~ 


7085790000 


1 " 


Joint 


160507 


115 


7230010000 


1 


Hose 0 6 


160519 " 


" 11 6 


7084240000" 


1 


Joint 


160522 " 


117 


70851 90000 


....... 


Joint 


160504 


118 


7280030000 


"1 


Handle 


160503 


119 


7130280000 


1 


Disease tap 


160002 


120 


7020060000 


4 


Nut 


" 160051 


121 


7011050000 


. ^ 


Screw 


160023 


122 


7030190000 


"8 


Washer 


160541 


123 


7360090000 


4 


Rubber 


" 160055 


124 


7011390000 


"'4 " 


Screw 


160005 


125 


7021010000 


4 


Selflocking nut 























Hitachi Power Tools U.S.A. Ltd. 

Limited Warranty 
Compressors 

WARRANTY COVERAGE AND DURATION 

Hitachi Power Tools U.S.A. Ltd. ("Hitachi) warrants to the original purchaser that each new Hitachi 
compressor product will be free from defects in materials and workmanship for a period of one 
year from the original purchase date. Waranty coverage is conditioned upon the original 
purchaser furnishing Hitachi Power Tools, U.S.A: Ltd., Norcross, GA with satisfactory written 
proof of the original purchase date. 

OWNER'S REGISTRATION CARD 

The purchaser shall return the owner's Registration Card within ten (10) days after the original 
purchase date. Such return is not required for coverage under this warranty, but will help 
establish the original purchase date from which this warranty runs. 

WARRANTY PERFORMANCE 

If any new Hitachi product should exhibit a defect in materials or workmanship, the product must 
be returned to Hitachi's factory authorized Warranty Service Centers, freight prepaid and insured, 
within the one year warranty period for an evaluation whether a defect in materials or 
workmanship covered by this limited warranty exists. Call 1-800-546-1666 for the Warranty 
Service Center near you. The outside of the package must be marked "Warranty" or "Repair". If 
such a defect is found, Hitachi's representative at its sole option, will repair or replace the Hitachi 
product and return it, postage prepaid and insured, to the original purchaser. If a non-covered 
defect is found, Hitachi will repair or replace the Hitachi product at the original purchaser's cost 
and expense. 

WARRANTY EXCLUSIONS 

NO WARRANTY, EXPRESSED OR IMPLIED, IS GIVEN ON FILTER ELEMENTS OR BELTS. 
THIS WARRANTY IS VOID IF DEFECTS IN MATERIALS OR WORKMANSHIP OR DAMAGES 
DIRECTLY OR INDIRECTLY RESULT FROM: REPAIRS OR ALTERATIONS WHICH HAVE 
BEEN MADE OR ATTEMPTED BY OTHERS; UNAUTHORIZED USE OF NONCONFORMING 
PARTS, NORMAL WEAR AND TEAR; ABUSE; IMPROPER MAINTENANCE, NEGLECT OR 
ACCIDENT; USE FOR PURPOSES NOT REASONABLY INTENDED; REPLACEMENT PARTS 
OR REPAIR SERVICE OR CONTINUED USE OF THE PRODUCT AFTER PARTIAL FAILURE. 



WARRANTY AND LIABILITY LIMITATIONS 

NO WARRANTY, ORAL OR WRITTEN, OTHER THAN THE ABOVE WARRANTY IS MADE BY 
HITACHI OR ITS AFFILIATES WITH REGARD TO ANY HITACHI PRODUCT. ANY IMPLIED 
WARRANTIES OF HITACHI OR ITS AFFILIATES REGARDING ANY HITACHI PRODUCT, 
INCLUDING BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND 
FITNESS FOR A PARTICULAR PURPUSE, ARE EXPRESSLY DISCLAIMED AND EXCLUDED. 
HITACHI AND ITS AFFILIATES SHALL NOT BE LIABLE FOR LOSS OF USE OF ANY HITACHI 
PRODUCT OR OTHER INCIDENTAL OR CONSEQUENTIAL COSTS, EXPENSES, OR 
DAMAGES, WHETHER ARISING IN CONTRACT OR IN TORT, INCURRED BY THE 
PURCHASER OR OTHERS WITH RESPECT TO ANY HITACHI PRODUCT. THE SOLE AND 
HITACHI AND ITS AFFILIATES, WITH RESPECT TO ANY HITACHI PRODUCT IS THE LIMITED 
WARRANTY SET FORTH HEREIN. IN NO EVENT SHALL THE LIABILITY OF HITACHI AND ITS 
AFFILIATES EXCEED THE ORIGINAL PURCHASE PRICE OF THE HITACHI PRODUCT. 

Hitachi Power Tools USA, LTD. 
3950 STEVE REYNOLDS BLVD 
NORCROSS, GA 30093 

cod. 734.564.00000 



